
Build Your Own PVC Inkle Loom 

 
 

 

Supplies 
¾ inch PVC Pipe  (7 inches) 

½ inch PVC Pipe (apx 13 ft) 

1 -  ¾ in Tee Joint 

5 -  ½ in Tee Joints 

2 – ½ in Elbow Joints 

6 –1/2 in Side Elbow Joint (3 way) 

1 -  ¼ in eye bolt (I used 2.5 in long but you can use shorter) 

 

Instructions 
Cut the PVC pipe into the following pieces:  

 

½ in PVC: 

2 @ 17 inches 

6 @ 7 inches (or whatever width you desire) 

3 @ 3 inches 

3 @ 6.75 inches 

1 @ 10.5 inches 

4 @ 9 inches 

¾ in PVC, cut 1 @ 7 inches (or whatever width you desire) 

 

Drill a hole for the eye bolt carefully in the ¾ in Tee Joint. Use of a ¼ in tap is recommended 

so the threads can be cut in the hole to match the eye bolt. 



 

Assemble as shown in the pictures.  

 

The 7 inch piece of PVC pipe goes in the side of the ¾ in Tee Joint. The Straight part of this 

Tee Joint slides over the ½ in pipe. This is the tension bar for the loom and there is only a Tee 

Joint on one side. The other side is not connected to the 17 in side piece.  See picture below. 

 

 
 

 

On the front of the castle, the  lower bar is only attached with a ½ in Tee Joint on one side. 

This is the bar that the heddles go on. You can slide the heddles on and off through the gap 

left on the unattached side.  (See picture below) 

 

 
 

 

Note: Use the measurements from the Instructions above. 2 of the measurements are 

incorrect on the following diagrams. The 6.5 inch pieces should be 6.75 and the 10.25 piece 

should be 10.5 
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